
TYPE:

 Feature Figure
 High frequency ( )
 Highest possible SRF as well as excellent Q values

( )
 The constitutive property is good and easy to operate

( )

 Applications ( )
 Pager, Cordless phone & High Freq. Communication Products

( )
 Intercom, CATV ( CATV)

 Ordering Package
Product Indentification of Part Number (i.e. : AM1812-22NK ) Packaging Tape Reel 178/330mm diameter
AM1812 SMD Flat Top Air Core Inductors Size reel EIA ST 481-1 
22N Inductance Quantity : 500 piece reel / 178mm
K: Tolerance  J : ±5%,  K: ±10%, M:  ±20%; L:±30%. 2000 piece reel / 330mm

 Configurations & Dimension Unit: mm
TYPE A B C D E F G H I J

AM1812 4.7 3.5±0.2 3.5±0.2 4.3±0.4 1.0±0.3 2.7 5.2 5.8 2.9 1.5
-R12J 4.7 3.9±0.2 3.8±0.3 4.3±0.4 1.0±0.3 2.7 5.2 5.8 2.9 1.5
Design as Customers Requested Specifications ( )

 Reel Type Dimension
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TYPE:

 Electrical Characteristics for AM1812 Series
(L)

Inductance Q Test Freq SRF(MHz)
L (nH) (min) (MHz) (min)

22 100 150 3.2
27 100 150 2.7
33 100 150 2.5
39 100 150 2.1
47 100 150 2.1

56.0 100 150 1.5
68.0 100 150 1.5
82.0 100 150 1.3

100.0 100 150 1.2
120.0 100 150 1.1

Part Number

SM1812-R10NJ
SM1812-R12NJ

SM1812-22NK
SM1812-27NK
SM1812-33NK
SM1812-39NJ
SM1812-47NJ

Ordering

SM1812-56NJ
SM1812-68NJ
SM1812-82NJ
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