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SINLOON®

LED Panel Light Series

Ultra-thin energy saving light guide light

Model No.CT-F301221-11 (38W/3200Im)

Feature:

& Frame size:

€ Frame material:
& Voltage Type:
& On lighting:

& Input Voltage:
& Light source:
€ Shine:

& Panel:

The emitting size
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& Comparision of defferent size:

#3060 #3090

#6060 #6080

Ultra-thin devise 10.9mm
Aluminum metal

Constant current

Transient to start

AC220-240V / 50/60Hz

LED SMD5630/4014 chip diode
To product light not flashing
Ultra-thin guiding light, Energy conservation

Silver-gray Aluminum frame

Characteristic Parameters:
RI5E Model:

R~} Dimension (L*W*T):

285 R ~f The Emitting Size:

iigsn ABE R Input Voltage (High efficiency):
i EE R Output Voltage:

i Current:

87 LED Type:

#= LED Quantity:

Ifj22 System Power (W):

y¢im@ss LED Flux (Im):

Y& E 552 Lighting Factor:

{138 Color Temperature (K)

FH 5% Color Rendering Index:
24 AE lllumination Angle:

=nn Lifespan:

EEEDEE Ambient Temperature (C):
E & Weight (Kg):

025 Certificate:

#3012

CT-F301221-11
295*1195*10.9mm
257*1157mm
AC110V~240V 50/60Hz
28.8V/DC

1.2A

SMD-5630/4014
90pcs/180pcs

38W +5% /300Lux
3200Im 5% (84Im/W)
75%

3000K +7%; 6500K 8%
>82

120°

50000hrs

-20°C ~50°C

<4.0/kg
BSMI,CE,RoHS, FCC.

* If you have any question which is not in this specification , please contact us. (& f1& % 42 4o % (& A it 45 7|
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